Glowfly™ Universal Hot Surface Igniter
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Six-pack
Q3200U2002

Simply compare your OEM igniter to the images below or on the packaging for quick and easy visual cross-reference.

Refer to instruction guide prior to installation.

See product instructions for complete cross-reference and installation details.
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Letters below pictured igniters indicate which bracket may be required for installation.

Always refer to product instructions prior to installation for complete bracket application guide.

Every Glowfly comes fully equipped with six custom mounting brackets that are optimized to replace over 110 igniter applications.
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Visual cross-reference is to be used only as a product selection guide. Always refer to product instructions for bracket selection and installation details prior to installing. Igniter replaces additional models not pictured.

Single unit
Q3200U1004

Q3200U

Manufacturer OEM # Bracket®

201w
i 1380680
38322B001
LH3325001
LH33ZS001A
LH3375002
LH3375002A
LH3375003
LH3375003A
LH3375004

-2
Claire Bros. C-238
G242

1474-051
Coleman

1474-052
Comfort Maker 1096048
Detroit Radiant 201D
DMO Ind. 20834
Dornback Furnace 2711W

20015201
10399

1474-051
1474-052

[Eveon Coleman | 025-32625-000

B1401009
Goodman B1401018
B1401018S

HB Smith 50018

109604

BorE°

Evcon

Hupp Industries 09050
1009604
Intercity
1096048
) 75-92-104
Majestic
75-92-105
201N
Metzger
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Q3200U

Manufacturer OEM # Bracket®

3200618

Mor-Flo
511-330-193

105141000
Nordyne 632-0770
632-0880

201

1
201D
201K
201L
201N
201R
201W
271N

271NM
271P
2711W

Raypak 600915
22204101

Roberts Gordon 90434300
90436600

41-402
41-403
41-404
41-405
41-407
41-408
41-409
41-410
41-412
41-418
1380654
Snyder General 1380672
1380680

Superior Fireplace 94851
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Norton/St Gobain

Robertshaw

& Table data is correct to the best of Honeywell’s knowledge as of this publication’s date. However, some
appliances may have igniter applications that are beyond the capabilities of this kit.

b For igniters that require bracket A, use the template (Fig. 2 on page 3) to determine the tab to be removed.
¢ For Carrier sealed combustion furnaces, you must use bracket E and retain the existing orange gasket for use

with bracket E.

New species, new experience

Q3200U

Manufacturer OEM # Bracket®

1096048

340039P01
B138196P01
B144676P01
B144676P02
Trane B340039P01
IGN23
IGN26
IGN30
IGN34

9302-094
62821-001
511-330-139
Weil McLain 511-330-190
511-330-193
White B [ 12007549
767A-301
767A-303
767A-306
767A-311
767A-350
767A-353
767A-354
767A-357
767A-361
767A-364
767A-366
767A-370
767A-371
767A-372
767A-373
767A-376
767A-377
767A-382

9050
025-27766-000
025-27774-000
York
025-29043-000
025-29050-000
67-7323
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